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commercial led edge-lit exit 
The Renaissance Series edge-lit exit features a quadruple-
mounting capability and provides an attractive yet easy  
to install exit sign. The Renaissance can be surface-mounted, 
ceiling, wall, end or pendant. The sign can also be ordered 
with an optional kit for recessed mounting. The crystal clear 
lens panel provides excellent light distribution, exit visibility  
and quick snap-in installation. The Renaissance incorporates 
long life, energy efficient led lamps that reduce energy  
costs and eliminate routine lamp maintenance. The under  
five-minute installation time makes it the fastest installed 
edge-lit exit on the market today.

  benefits & features

 all models 
•	Water-clear,	molded	acrylic	exit	panel 
•	 Extruded	aluminum	housing 
•	 Contoured,	high-style	design 
•	 Universal,	field-installable	chevrons 
•	 Bright,	even	letter	illumination 
•	 Energy-saving	operation 
•	 Ceiling,	wall,	end	or	pendant	mounting	standard 
•	 Recessed	mounting	kit	available 
•	 Easy	to	install	–	under	5	minutes 
•	 Dual	voltage	120/277	standard	with	surge	protection 
•	 Red	or	green	Super-bright	LEDs	

 ac only models 
•	 Total	power	consumption	under	3	watts

 self-powered models 
•	 Total	power	consumption	under	5	watts 
•	 Fully	automatic,	solid-state	charger 
•	 Maintenance-free	nickel	cadmium	battery 
•	 Automatic	battery	protection 
•	 Charging	system	is	complete	with	low	voltage	 
	 disconnect,	AC	lockout,	and	brownout	protection 
•	 Charge	rate/power	on	LED	indicator	light 
•	 Push-to-test	switch

Renaissance Series

  ordering information

model # of faces operation letter color housing color options
CEL	 1	=	Single	 A	=	AC	Only	 R	=	Red	 WH	=	White	 RMK	=	Recessed	Mounting	Kit
	 2	=	Double	 B	=	With	Battery	 G	=	Green	 BL	=	Black	 DLC	=	Dual	Circuit
	 	 	 	 BA	=	Brushed	Aluminum	 SD	=	Self-Diagnostics
Ordering	Example: CEL-1-B-R-BA

ceiling mount wall mount

end mount

1.75"

13"

10.75"


