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DIMENSIONS

_TP_               _U_                                 _____                 ______           __________          ____________ 
  Series                                Mounting                                           Letter Color                                   Housing Color                     Unit Power Configuration            Factory Installed Options

R = RED
G = GREEN

W = White
B = Black
GL = Gold Metallized
SL = Silver Metallized
R = Red
G = Green
BLU = Blue
Y = Yellow

AC = AC Only
EM = Battery Backup
DI = Two Transformer Input
DC = Remote DC Input 
          (6 to 24 VDC)

FL = Flasher Only. Flashes only 
when unit goes into emergency 
condition. Battery Units Only.
FA = Fire Alarm Interface. Flashes 
in both modes when signal from 
fire alarm panel is received (6 to 24 
VDC).
FLA = FL option with audible alarm. 
Battery Units Only.
FAA = FA option with audible alarm
SW = Special Wording Available
SD = Self Diagnostics

U = Universal

  
GENERAL DESCRIPTION

level of quality and even illumination with the easiest and 
quickest installation available in the market today. 

HOUSING & FACE DESIGN

listed to UL 95-VA standard. Stencils are made of the 

out chevrons. 

ILLUMINATION
Long lasting high output AlInGaP LEDs with minimum 
degradation over life of LEDs. Unit draws less than 2.5 

in red or green.

ELECTRONICS
Input is dual volt standard 120/277 60Hz. Unit is damp 
location listed 50°-104°F (10°-40°C). EM option features 
solid state design with low voltage disconnect, AC lock-
out, brown-out protection, and AC indicator LED with 

CODE COMPLIANCE
Tested and Listed to UL 924 for damp location, meets or 
exceeds NFPA, NEC, and OSHA illumination standard.

WARRANTY
5 years on housing and electronics with a 7-year pro-

TP-U
Universal Thermoplastic Exit Sign


